P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.
W44 x 335
290
262
230

W40 x 593
503
431
397
392
372
362
331
327
324
297
278
277
264
249
235
215
211
199
183
167
149

W36 x 798
650
527
439
393
359
328
300
280
260
256
245
232
230

w/D
2.52
22
2
1.77

4.56
3.93
3.42
3.15
3.38
2.98
29
2.9
2.89
2.61
2.41
2.48
2.25
2.36
2.02
2.1
1.76
1.9
1.64
1.66
1.53
1.37

6.09
5.08
4.22
3.57
3.25
297
2.73
2.5
2.35
2.18
2.37
2.08
2.15
1.95

Metric Desig.
W1120 x 498
432
390
342

W1000 x 883
748
641
591
583
554
539
493
487
482
442
414
412
393
371
350
321
314
296
272
249
222

W920 x 1188
967
784
653
585
534
488
446
417
387
381
365
345
342

M/D
148.7
129.8
118.0
104.4

269.0
231.9
201.8
185.9
199.4
175.8
1711
171.1
170.5
154.0
142.2
146.3
132.8
139.2
119.2
123.9
103.8
112.1
96.8
97.9
90.3
80.8

359.3
299.7
249.0
210.6
191.8
175.2
161.1
147.5
138.7
128.6
139.8
122.7
126.9
115.1

Hp/A
53.2
60.9
67.0
75.7

204
34.1
39.2
42.5
39.6
45.0
46.2
46.2
46.4
51.3
55.6
54.0
59.5
56.8
66.3
63.8
76.1
70.5
81.7
80.7
87.6
97.8

22.0
26.4
31.7
37.5
41.2
451
49.1
53.6
57.0
61.5
56.5
64.4
62.3
68.7

1-Hour

3/8
3/8
3/8
3/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
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Unrestrained Assembly

1-1/2 Hour

3/8

3/8

3/8
7/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
7/16
1/2
1/2

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16

2-Hour

7/16
1/2
1/2

9/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
12
7/16
12
1/2
9/16
9/16
5/8
5/8
5/8
11/16

3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
1/2
7/16
1/2
12
9/16

3-Hour

5/8
11/16
3/4
13/16

3/8
7/16
172
9/16
172
9/16
9/16
9/16
9/16
5/8
11/16
5/8
11/16
11/16
3/4
3/4
7/8
13/16
7/8
7/8
15/16
1

3/8
3/8
7116
1/2
172
9/16
5/8
5/8
11/16
3/4
11/16
3/4
3/4
13/16

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck

with clear spans of not more than 6 ft 8 in. is used.
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P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.
W36 x 210
194
182
170
160
150
135

W33 x 387
354
318
291
263
241
221
201
169
152
141
130
118

W30 x 391
357
326
292
261
235
211
191
173
148
132
124
116
108

99
90

W27 x 539
368

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck
with clear spans of not more than 6 ft 8 in. is used.

WI/D
1.96
1.81
1.72
1.6
1.51
1.43
1.29

3.31
3.05
277
2.55
2.33
2.13
1.97
1.79
1.7
1.53
1.43
1.32
1.21

3.59
3.31
3.05
2.73
2.46
2.24
2.01
1.85
1.66
1.64
1.47
1.39
1.3
1.21
1.12
1.02

5.08
3.64

Metric Desig.
W920 x 313
289
271
253
238
223
201

W840 x 576
527
473
433
392
359
329
299
251
226
210
193
176

W760 x 582
531
484
434
389
350
314
284
257
220
196
185
173
161
147
134

W690 x 802
548

M/D
115.6
106.8
101.5
94.4
89.1
84.4
76.1

195.3
180.0
163.4
150.5
137.5
125.7
116.2
105.6
100.3
90.3
84.4
77.9
714

211.8
195.3
180.0
161.1
145.1
132.2
118.6
109.2
97.9
96.8
86.7
82.0
76.7
71.4
66.1
60.2

299.7
214.8

Hp/A
68.4
74.0
77.9
83.7
88.7
93.7
103.9

40.5
43.9
48.4
52.5
57.5
62.9
68.0
74.9
78.8
87.6
93.7
101.5
110.7

37.3
40.5
43.9
49.1
54.5
59.8
66.7
72.4
80.7
81.7
91.1
96.4
103.1
110.7
119.6
131.4

26.4
36.8
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1-Hour

3/8
3/8
3/8
3/8
3/8
3/8
3/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8

3/8
3/8

Unrestrained Assembly

1-1/2 Hour

3/8
7/16
7/16
7/16

1/2

1/2
9/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
12
1/2
12
9/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
12
1/2
9/16
9/16
9/16
5/8

3/8
3/8

2-Hour

1/2
9/16
9/16
5/8
5/8
11/16
11/16

3/8
3/8
7/16
7/16
7/16
12
1/2
9/16
9/16
5/8
11/16
11/16
3/4

3/8
3/8
3/8
7/16
7/16
1/2
12
9/16
5/8
5/8
5/8
11/16
11/16
3/4
3/4
13/16

3/8
3/8

3-Hour

3/4
13/16
7/8
7/8
15/16
1
1-1/16

1/2
9/16
5/8
5/8
11/16
3/4
3/4
13/16
7/8
15/16
1
1
1-1/16

1/2
1/2
9/16
5/8
11/16
11/16
3/4
13/16
7/8
7/8
15/16

1-1/16

1-1/16
1-1/8

1-3/16

3/8
1/2
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P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.

W27 x 336

307

281

258

235

217

194

178

161

146

129

114

102

94

84

W24 x 370
335
306
279
250
229
207
192
176
162
146
131
117
104
103

94
84
76
68
62
55

W21 x 201
182

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck
with clear spans of not more than 6 ft 8 in. is used.

WI/D
3.36
3.11
2.86
2.64
2.43
2.26
2.03
1.87
1.7
1.55
1.56
1.39
1.24
1.15
1.03

3.98
3.66
3.37
3.1
2.81
2.6
2.36
2.2
2.03
1.88
1.7
1.54
1.38
1.24
1.4
1.28
1.15
1.05
0.94
0.93
0.82

25
2.28

Metric Desig.
W690 x 500
457
418
384
350
323
289
265
240
217
192
170
152
140
125

W610 x 551
498
455
415
372
341
307
285
262
241
217
195
174
155
153
140
125
113
101

92
82

W530 x 300
272

M/D
198.2
183.5
168.7
155.8
143.4
133.3
119.8
110.3
100.3
91.5
92.0
82.0
73.2
67.9
60.8

234.8
215.9
198.8
183.5
165.8
153.4
139.2
129.8
119.8
110.9
100.3
90.9
814
73.2
82.6
75.5
67.9
62.0
55.5
54.9
48.4

147.5
134.5

Hp/A
39.9
43.1
46.8
50.8
55.1
59.3
66.0
716
78.8
86.4
85.9
96.4
108.1
116.5
130.1

33.7
36.6
39.8
43.1
47.7
51.5
56.8
60.9
66.0
713
78.8
87.0
97.1
108.1
95.7
104.7
116.5
127.6
142.5
1441
163.4

53.6
58.8

Page 3

1-Hour

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16

3/8
3/8

Unrestrained Assembly

1-1/2 Hour

3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
1/2
12
1/2
9/16
9/16
5/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
12
1/2
9/16
1/2
9/16
9/16
5/8
5/8
11/16
11/16

3/8
3/8

2-Hour

3/8
3/8
3/8
7/16
7/16
1/2
12
9/16
9/16
5/8
5/8
11/16
3/4
3/4
13/16

3/8
3/8
3/8
3/8
7/16
7/16
7/16
12
1/2
9/16
9/16
5/8
11/16
3/4
11/16
11/16
3/4
13/16
7/8
7/8
15/16

7/16
1/2

3-Hour

172
9/16
9/16
5/8
11/16
11/16
3/4
13/16
7/8
15/16
15/16
1
1-1/16
1-1/8
1-3/16

7/16
172
1/2

9/16
5/8
5/8

11/16
11/16
3/4
13/16
7/8
15/16
1
1-1/16
1
1-1/16
1-1/8
1-3/16
1-1/4
1-5/16
1-3/8

5/8
11/16
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P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.

W21 x 166

147

132

122

111

101

93

83

73

68

62

57

55

50

48

44

W18 x 175
158
143
130
119
106

97
86
76
71
65
60
55
50
46
40
35

W16 x 100
89
77
67
57
50
45

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck
with clear spans of not more than 6 ft 8 in. is used.

WI/D
2.09
1.87
1.68
1.57
1.43
1.3
1.4
1.26
1.11
1.04
0.95
0.95
0.85
0.83
0.75
0.74

2.46
2.24
2.05
1.88
1.72
1.55
1.42
1.27
1.13
1.22
1.13
1.04
0.96
0.88
0.87
0.76
0.67

1.59
1.43
1.25
1.09
1.09
0.96
0.87

Metric Desig.

W530 x 248
219

196

182

165

150

138

123

109

101

92

85

82

74

72

66

W460 x 260
235
213
193
177
158
144
128
113
106

97
89
82
74
68
60
52

W410 x 149
132

114

100

85

74

67

M/D
123.3
110.3
99.1
92.6
84.4
76.7
82.6
74.3
65.5
61.4
56.1
56.1
50.2
49.0
443
43.7

145.1
132.2
121.0
110.9
101.5
91.5
83.8
74.9
66.7
72.0
66.7
61.4
56.6
51.9
51.3
44.8
39.5

93.8
84.4
73.8
64.3
64.3
56.6
51.3

Hp/A
64.1
716
79.8
85.3
93.7
103.1
95.7
106.3
120.7
128.8
141.0
141.0
157.6
161.4
178.6
181.1

54.5
59.8
65.4
71.3
77.9
86.4
94.4
105.5
118.6
109.8
118.6
128.8
139.6
152.3
154.0
176.3
200.0

84.3
93.7
107.2
122.9
122.9
139.6
154.0
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1-Hour
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
7/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7116
7/16
12

3/8
3/8
3/8
3/8
3/8
3/8
7/16

Unrestrained Assembly

1-1/2 Hour
3/8
7/16
7/16
1/2
1/2
9/16
1/2
9/16
9/16
5/8
5/8
5/8
11/16
11/16
3/4
3/4

3/8
3/8
3/8
7/16
7/16
1/2
12
9/16
9/16
9/16
9/16
5/8
5/8
11/16
11/16
3/4
13/16

1/2
1/2
9/16
5/8
5/8
5/8
11/16

2-Hour
1/2
9/16
9/16
5/8
11/16
11/16
11/16
3/4
3/4
13/16
7/8
7/8
15/16
15/16
1
1

7/16
1/2
172

9/16

9/16
5/8

11/16
11/16
3/4
3/4
3/4
13/16
7/8
7/8
7/8

1
1-1/16

5/8
11/16
3/4
13/16
13/16
7/8
7/8

3-Hour
3/4
13/16
7/8
15/16
1
1-1/16
1
1-1/16
1-1/8
1-3/16
1-1/4
1-1/4
1-3/8
1-3/8
1-7/16
1-7/16

11/16
11/16
3/4
13/16
7/8
15/16
1
1-1/16
1-1/8
1-1/16
1-1/8
1-3/16
1-1/4
1-5/16
1-5/16
1-7/16
1-9/16

15/16
1
1-1/16
1-3/16
1-3/16
1-1/4
1-5/16
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P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.
W16 x 40
36
31
26

W14 x 808
730
665
605
550
500
455
426
398
370
342
311
283
257
233
211
193
176
159
145
132
120
109

99
90
82
74
68
61
53
48
43
38
34
30
26
22

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck
with clear spans of not more than 6 ft 8 in. is used.

WI/D
0.78
0.7
0.66
0.55

8.75
8.08
7.49
6.96
6.43
5.95
5.53
5.21
4.93
4.63
4.32
3.98
3.66
3.36
3.08
2.81
2.6
2.38
2.16
1.99
1.89
1.71
1.57
1.43
1.31
1.45
1.32
1.22
1.1
1.06
0.97
0.87
0.8
0.72
0.64
0.62
0.53

Metric Desig.
W410 x 60
53
46
39

W360 x 1202
1086
990
900
818
744
677
634
592
551
509
463
421
382
347
314
287
262
237
216
196
179
162
147
134
122
110
101
91
79
72
64
57
51
45
39
33

M/D
46.0
41.3
38.9
32.5

516.3
476.7
441.9
410.6
379.4
351.1
326.3
307.4
290.9
273.2
254.9
234.8
215.9
198.2
181.7
165.8
153.4
140.4
127.4
117.4
111.5
100.9
92.6
84.4
77.3
85.6
77.9
72.0
64.9
62.5
57.2
51.3
47.2
42.5
37.8
36.6
31.3

Hp/A
171.8
191.4
203.0
2436

15.3
16.6
17.9
19.3
20.8
225
242
257
27.2
28.9
31.0
33.7
36.6
39.9
43.5
47.7
51.5
56.3
62.0
67.3
70.9
78.4
85.3
93.7
102.3
924
101.5
109.8
121.8
126.4
138.1
154.0
167.5
186.1
209.3
216.1
252.8
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1-Hour

7116

7/16
172
1/2

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7116
7/16
12
1/2
12

Unrestrained Assembly

1-1/2 Hour

3/4
3/4
13/16
7/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
12
1/2
9/16
1/2
1/2
9/16
5/8
5/8
5/8
11/16
11/16
3/4
13/16
13/16
7/8

2-Hour

15/16
1
1-1/16
1-1/8

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7/16
7/16
7/16
12
1/2
9/16
9/16
5/8
11/16
11/16
5/8
11/16
3/4
13/16
13/16
7/8
7/8
15/16
1
1-1/16
1-1/16
1-3/16

3-Hour

1-7/16
1-1/2
1-9/16

1-11/16

3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
3/8
7116
7/16
1/2
1/2
9/16
5/8
5/8
11/16
3/4
3/4
13/16
7/8
15/16
1
1-1/16
15/16
1
1-1/16
1-3/16
1-3/16
1-1/4
1-5/16
1-3/8
1-1/2
1-9/16
1-5/8
1-3/4
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ISOLATEK
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P819 Unrestrained Assembly
Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board

CAFCO® BLAZE-SHIELD® Il, HP & ISOLATEK® Type I, HP

ASTM
Desig. W/D Metric Desig. M/D Hp/A 1-Hour 1-1/2 Hour 2-Hour  3-Hour
W12x336  4.85 W310x 500 286.2 27.6 3/8 3/8 3/8 3/8
305 4.49 454  264.9 29.8 3/8 3/8 3/8 7/16
279 419 415 2472 32.0 3/8 3/8 3/8 7/16
252 3.84 375 226.6 34.9 3/8 3/8 3/8 7/16
230 3.55 342 209.5 37.7 3/8 3/8 3/8 1/2
210  3.27 313 1929 41.0 3/8 3/8 3/8 1/2
190 3 283 177.0 447 3/8 3/8 3/8 9/16
170 2.72 253 160.5 49.3 3/8 3/8 7/16 5/8
152 245 225 1446 54.7 3/8 3/8 7/16 11/16
136  2.23 202 1316 60.1 3/8 3/8 1/2 11/16
120 1.99 179 1174 67.3 3/8 3/8 1/2 3/4
106 1.77 158 104.4 75.7 3/8 7/16 9/16 13/16
9% 1.61 143  95.0 83.2 3/8 7/16 5/8 7/8
87 1.47 129  86.7 91.1 3/8 1/2 5/8 15/16
79 134 117 791 100.0 3/8 1/2 11/16 1
72 1.23 107 726 108.9 3/8 9/16 3/4 1-1/16
65 1.1 97 655 120.7 3/8 9/16 3/4 1-1/8
58 11 86 64.9 121.8 3/8 5/8 13/16 1-3/16
53 1.02 79 60.2 131.4 3/8 5/8 13/16 1-3/16
50 1.06 74 625 126.4 3/8 5/8 13/16 1-3/16
45  0.97 67 57.2 138.1 3/8 5/8 7/8 1-1/4
40 0.86 60 50.7 155.8 7/16 11/16 15/16 1-3/8
35 0.81 52 478 165.4 7/16 11/16 15/16 1-3/8
30 0.69 45 407 194.2 7/16 3/4 1 1-1/2
26  0.61 39 36.0 219.6 1/2 13/16 1-1/16 1-5/8
22 062 33 36.6 216.1 1/2 13/16 1-1/16 1-5/8
19 054 28 31.9 2481 1/2 7/8 1-1/8 1-11/16
16 045 24 26.6 297.7 9/16 15/16 1-1/4 1-7/8
14 0.4 21 23.6 335.0 9/16 1 1-5/16 1-15/16
Ww10x 112 217 W250 x 167  128.0 61.7 3/8 3/8 1/2 3/4
100 1.97 149 116.2 68.0 3/8 3/8 1/2 3/4
88 1.74 131 102.7 77.0 3/8 7/16 9/16 7/8
77 1.54 115  90.9 87.0 3/8 1/2 5/8 15/16
68 1.38 101 81.4 97.1 3/8 1/2 11/16 1
60 1.22 89 72.0 109.8 3/8 9/16 3/4 1-1/16
54 111 80 655 120.7 3/8 9/16 3/4 1-1/8
49 1.01 73 59.6 132.7 3/8 5/8 13/16 1-1/4
45 1.06 67 62.5 126.4 3/8 5/8 13/16 1-3/16
39 092 58 543 145.6 3/8 11/16 7/8 1-5/16
33 0.78 49  46.0 171.8 7/16 3/4 15/16 1-7/16
30 0.8 45  47.2 167.5 7/16 11/16 15/16 1-3/8

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck
with clear spans of not more than 6 ft 8 in. is used.
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P819

Protected Roof Deck

Polyisocyanurate Insulation with or without Gypsum Board
CAFCO® BLAZE-SHIELD® II, HP & ISOLATEK® Type II, HP

ASTM
Desig.
W10 x 26
22
19
17
15
12

W8 x 67
58
48
40
35
31
28
24
21
18
15
13
10

W6 x 25
20

16

15

12

9

8.5

W5 x 19
16

W4 x 13

WI/D
0.7
0.6
0.6

0.54

0.48

0.39

1.65
1.44
1.21
1.03
0.9
0.8
0.81
0.7
0.67
0.58
0.55
0.48
0.37

0.83
0.67
0.68
0.52
0.52
0.39
0.37

0.77
0.66

0.67

Metric Desig.
W10 x 39
33
28
25
22
18

W200 x 100
86
71
59
52
46
42
36
31
27
22
19
15

W150 x 37
30
24
22
18
14
13

W130 x 28
24

W100 x 19

M/D
41.3
35.4
35.4
31.9
28.3
23.0

97.4
85.0
71.4
60.8
53.1
47.2
47.8
41.3
39.5
34.2
32.5
28.3
21.8

49.0
39.5
40.1
30.7
30.7
23.0
21.8

454
38.9

39.5

Hp/A
191.4
223.3
223.3
2481
279.1
3435

81.2
93.0
110.7
130.1
148.9
167.5
165.4
191.4
200.0
231.0
243.6
2791
362.1

161.4
200.0
197.0
257.7
257.7
343.5
362.1

174.0
203.0

200.0

1-Hour
7/16
1/2
1/2
1/2
9/16
5/8

3/8
3/8
3/8
3/8
3/8
7/16
7116
7/16
1/2
1/2
12
9/16
5/8

7/16
172
7/16
172
1/2
5/8
5/8

7116
1/2

1/2

ISOLATEK

INTERNATIONAL S

Unrestrained Assembly

1-1/2 Hour
3/4
13/16
13/16
7/8
15/16
1

7/16
1/2
9/16
5/8
11/16
11/16
11/16
3/4
13/16
7/8
7/8
15/16

11/16
13/16
3/4
7/8
7/8

3/4
13/16

13/16

2-Hour
1
1-1/8
1-1/8
1-1/8
1-3/16
1-5/16

5/8
11/16
3/4
13/16
7/8
15/16
15/16

1-1/16
1-1/8
1-1/8

1-3/16
1-3/8

15/16
1-1/16

1-3/16

1-3/16

1-5/16
1-3/8

15/16
1-1/16

1-1/16

3-Hour
1-1/2
1-5/8
1-5/8
1-11/16
1-13/16
2

7/8
1
1-1/16
1-3/16
1-5/16
1-3/8
1-3/8
1-1/2
1-9/16
1-11/16
1-11/16
1-13/16
2

1-3/8
1-9/16
1-1/2
1-3/4
1-3/4

1-7/16
1-9/16

1-9/16

Note: The Unrestrained Assembly Rating is 3 Hr when minimum 1-1/2 in. deep, 22 MSG or thicker fluted deck

with clear spans of not more than 6 ft 8 in. is used.
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